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HL77.1
basement drain DN110 horizontal with inlet facility DN50, triple anti-
flood valve, 2 x 180x125mm plastic

basement drain DN110 horizontal with inlet
DN50, removable triple anti-flood valve (2 x
automatically, 1 x manual blocking), 2-piece
plastic grate 180 x 250 mm and bucket

techn. drawing

MAIN DATA

spare parts

HL071.1.2E
connector DN50

HL077.1E
plastic grate 180x125mm and cleaning eye 180x125mm

www.inrusstrade.ru

http://www.hutterer-lechner.com/en/productlink.aspx?product=HL77.1
http://www.hutterer-lechner.com/en/productlink.aspx?product=HL071.1.2E
http://www.hutterer-lechner.com/en/productlink.aspx?product=HL077.1E


HL77.1 en 2016.09.15 01:19 2/2

HL077.3E
rising ball assembly

HL077.6E
Gasket set for HL77

Extensions

HL077.5E
grate frame

TECHNICAL DATA

material ABS installation height 220 mm

dimension DN110 grate frame

capacity 1,58 l/sec grate Kunststoff
250x180mm

weight 2,885 load class L - 1,5 t

EAN 9003076710775 inlet DN50

standards

PACKAGING DATA

carton

unit 1 [pcs.]

weight 3,31 [kg]

EAN/pack. 9003076710775

height/width/depth 250/230/410 [mm]

volume 0,023575 [m³]
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